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https://www.audinate.com/sites/default/files/PDF/dante-network-blacklisted-eee-switches-audinate.pdf
https://www.audinate.com/faq-catagories/switches
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https://www.apple.com/shop/product/MK0W2AM/A/lightning-to-usb-3-camera-adapter
https://www.apple.com/shop/product/MC704LL/A/apple-usb-ethernet-adapter






Networked Module 
Green indicates module 

assigned to modeled 
array and properly 

connected. 

Networked Module 
Orange indicates 

module out of sync with 
the Resolution model. 

Networked Module 
Black indicates module 
appears on the network 

but has not been 
assigned to any array in 

the model. 
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Column 1 
EAW-Module-##### 
EAW- Module -##### 
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Array Mute 

Array Name 

Networked Module 

Module Status Indicator 
Module Status 





 



 

 

 

 

 

 

 

None N/A N/A N/A 

Auto N/A 
Select which device, typically the 
house console or Dante on-ramp 
device. Analog back up is enabled. 

Select either the 
Main or Aux 
Channel 

Analog 
Select which physical Module is 
receiving the analog audio signal 

N/A N/A 

Dante N/A 
Select which device, typically the 
house console or Dante on-ramp 
device 

Select either the 
Main or Aux 
Channel 

Click “On” to start the 
test 

Select Passband to test 

Adjust the Level 



Selecting Auto 

Selecting Analog 



Selecting Dante 
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https://www.audinate.com/resources/training-and-tutorials
http://dev.audinate.com/GA/dante-controller/userguide/pdf/latest/AUD-MAN-DanteController-3.10.2.x-v1.0.pdf
http://dev.audinate.com/GA/dante-controller/userguide/pdf/latest/AUD-MAN-DanteController-3.10.2.x-v1.0.pdf
https://www.audinate.com/products/software/dante-controller
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http://eaw.com/docs/3_Manuals/EAW%20Mosaic%20Help%20File.pdf
https://www.youtube.com/playlist?list=PL-Q6mO0uCBgAsWa847MkeqvB1Rc2Kdyrq
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