
1. Inventory
These instructions are to be used to install all JF60z 
and JF80z Series bracket kits: 

P/N 0012360 Kit/Bracket/JF60z/Horizontal/Black
P/N 0012362 Kit/Bracket/JF60z/Horizontal/White
P/N 0012388 Kit/Bracket/JF60z/Yoke/Black
P/N 0012393 Kit/Bracket/JF60z/Yoke/White
P/N 0012345 Kit/Bracket/JF80z/Horizontal/Black
P/N 0012348 Kit/Bracket/JF80z/Horizontal/White
P/N 0012395 Kit/Bracket/JF80z/Yoke/Black
P/N 0012396 Kit/Bracket/JF80z/Yoke/White

Before beginning installation, 
inventory your JF60z/80z Series Bracket Kit.

Item Qty Description
A 1 Bracket/JF60z/Hor/Blk (or)
A 1 Bracket/JF60z/Hor/Wht (or)
A 1 Bracket/JF80z/Hor/Blk (or)
A 1 Bracket/JF80z/Hor/Wht
B 2 Screw, 1 inch Lg 
C 2 Lock Washer
D 2 Flat Washer
E 2 Rubber Washer
F 1 Installation Instructions (this sheet)

Or inventory your JF60z/80z Series Yoke Kit.

Item Qty Description
B 2 Screw 1 inch Lg
C 4 Lock Washer
D 4 Flat Washer
E 2 Rubber Washer
F 1 Installation Instructions (this sheet)
G 2 Yoke Metal
H 2 Screw 5/8 inch Lg 
J 1 Bracket/JF60z/Yoke/Blk (or)
J 1 Bracket/JF60z/Yoke/Wht (or) 
J 1 Bracket/Jf80z/Yoke/Blk (or)
J 1 Bracket/Jf80z/Yoke/Wht 

Warning: Installation should only be done by an experienced technician. Improper installation may cause serious injury.
The surface where the bracket/enclosure is to be fastened must have enough structural integrity to support 500 pounds.
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If you have questions about the JF60z and JF80z Bracket installation please contact the EAW Application Support Group:
Tel  800-992-5013 (USA only)
Tel  508-234-6158 
Fax 508-234-8251
E-mail  asg@eaw.com
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EAW is the worldwide technological and market leader in the design and manufacture of high-performance, professional loudspeaker systems.EAW P/N RD0269 (C) MAR05
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7. Pipe Clamp Installation 
A user-supplied, heavy duty pipe clamp with 1/2 inch instrument 
yoke attachment bolt may be affixed (Altman 510-HD or similar). 
Assemble the pipe clamp to the yoke bracket as show.



4. Removing the Shipping Hardware
Remove the flat head screws from the 
opposite sides of the enclosure which 
will be mounted to the bracket. 
Use a 5/32 inch Allen wrench.

3. Choosing which Slot to Use
There may be two slots in the bracket arm. Use the forward slot (as shown) when the signal leads are 
connected to the enclosure’s NL4 connector. The rear slot is used when the leads are attached to the 
enclosure’s terminal strip.
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       BRACKET/JF80z/HORIZONTAL 

       BRACKET/JF60z /HORIZONTAL 

b. Leave as large a space as possible between the rubber 
washer (E) and the flat washer (D). Place the enclosure
into the appropriate bracket slots with the rubber washers 
(E) inside the bracket (A) and the flat washers (D) and 
lock washers (C) outside the bracket (A) as shown. Position 
to the desired angle and tighten with a 3/16 inch Allen wrench.

5. Attaching the Hardware to the Enclosure:
a. Onto each of the two screws (B), 

place a lock washer (C), a flat 
washer (D) and a rubber 
washer (E). Thread these 
screws and related hardware 
three complete turns into each of 
the enclosure’s end mounting holes.

6. Hanging the Enclosure into the Yoke Bracket 
Because the enclosure has a trapezoidal footprint, a yoke metal part (G) must be attached to the enclosure’s 
angled sides. This squares the enclosure and enables it to swivel about the yoke bracket (G). 
a. Onto both 1 inch long screws (B), place a lock 

washer (C), a flat washer (D) and a yoke metal 
part (G). The surface of the yoke metal part (G)
without the threaded inserts must be inserted 
toward the screw(B).
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b. Thread these 
long screws (B) and 
related hardware 
three complete turns
into both of the                                                                               
enclosure’s side 
mounting holes.

c. With the yoke metal 
part (G) pointing 
toward the back 
of the enclosure (as shown) 
tighten the screws (B). 

d. Onto each of the 2 short screws (H), place a lock washer 
(C), a flat washer (D) and a rubber washer (E).

e. Thread the short screws (H) and related hardware three 
turns into both yoke metal part’s (G) threaded inserts. 

f. Leave as large a space as possible between the rubber washers
(E) and the flat washers (D). Place the enclosure into the
yoke bracket (G) slots with the rubber washers (E) inside  
the bracket and the flat washers (D) and lock washers (C) 
outside the bracket as shown. Position enclosure  to the
desired angle and tighten with a 3/16 inch Allen wrench.
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2. Mounting the Bracket
Due to various construction methods and materials used today, the 
hardware for securing the bracket to the mounting surface is not 
supplied. It is recommended that you consult a building professional 
for the proper mounting hardware before mounting the bracket. 
When horizontally mounting enclosures make sure the four 
openings in the bracket arms face upward.


